
 

CrystalVu™ Luers  
A Bisphenol-A free, polycarbonate alternative ~ USP Class VI 
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135C Tubing  
Autoclavable ~ Bioprocess / Pharmaceutical Tubing 

Autoclavable
Biomedical Tubing

Translucent  
USP Class VI 
Low Extractables

Cleanroom Manufactured
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Pump Durable
500+ hours
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CrystalVu™ Luers 

•  A polycarbonate alternative, which does not contain Bisphenol - A

•  Will not stress crack like polycarbonate or acrylic

•  Superior chemical resistance compared with polycarbonate or acrylic 
 
•  EtO and gamma sterilization • Autoclavable (multiple cycles)

•  CrystalVu™ material meets USP Class VI requirements - USP <88> in vivo

•  FDA compliance: 21 CFR 177.1520 (a) (3) (II) - Complies with EU 2002/72/EC 

•  Water absorption less than 1% •  Crystal clear transparency
 

Autoclavable Biomedical Components

Flexelene™ 135C Tubing  

  
 • USP Class VI, FDA compliant • No animal derived components 
 
 • ISO 10993-4 • non-hemolytic, ISO 10993-5 • non-cytotoxic 
 
 • Temperature range: -50 °C to +135 °C (-58 ºF to +275 ºF) 

 • Autoclave to 135 °C • EtO sterilization • gamma sterilization to 45 kGy 

 • Ultra-low extractables / leachables • Soft and flexible - Shore A 68 

 • Low protein binding • Contains no DEHP phthalates or plasticizers 
 
 • Low permeability - Barrier O2  (CC/MIL/100 | N2 /ATM/Day) = 2260 
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